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Environmental Protection Agency § 60.296

furnace with modified-processes sub-
ject to the provisions of this subpart
shall cause to be discharged into the
atmosphere from the affected facility:

(1) Particulate matter at emission
rates exceeding 0.5 gram of particulate
per kilogram of glass produced (g/kg)
as measured according to paragraph (e)
of this section for container glass, flat
glass, and pressed and blown glass with
a soda-lime recipe melting furnaces.

(2) Particulate matter at emission
rates exceeding 1.0 g/kg as measured
according to paragraph (e) of this sec-
tion for pressed and blown glass with a
borosilicate recipe melting furnace.

(3) Particulate matter at emission
rates exceeding 0.5 g/kg as measured
according to paragraph (e) of this sec-
tion for textile fiberglass and wool fi-
berglass melting furnaces.

(c) The owner or operator of an af-
fected facility that is subject to emis-
sion limits specified under paragraph
(b) of this section shall:

(1) Install, calibrate, maintain, and
operate a continuous monitoring sys-
tem for the measurement of the opac-
ity of emissions discharged into the at-
mosphere from the affected facility.

(2) During the performance test re-
quired to be conducted by § 60.8, con-
duct continuous opacity monitoring
during each test run.

(3) Calculate 6-minute opacity aver-
ages from 24 or more data points equal-
ly spaced over each 6-minute period
during the test runs.

(4) Determine, based on the 6-minute
opacity averages, the opacity value
corresponding to the 99 percent upper
confidence level of a normal distribu-
tion of average opacity values.

(5) For the purposes of § 60.7, report to
the Administrator as excess emissions
all of the 6-minute periods during
which the average opacity, as meas-
ured by the continuous monitoring sys-
tem installed under paragraph (c)(1) of
this section, exceeds the opacity value
corresponding to the 99 percent upper
confidence level determined under
paragraph (c)(4) of this section.

(d)(1) After receipt and consideration
of written application, the Adminis-
trator may approve alternative contin-
uous monitoring systems for the meas-
urement of one or more process or op-
erating parameters that is or are dem-

onstrated to enable accurate and rep-
resentative monitoring of an emission
limit specified in paragraph (b)(1) of
this section.

(2) After the Administrator approves
an alternative continuous monitoring
system for an affected facility, the re-
quirements of paragraphs (c) (1)
through (5) of this section will not
apply for that affected facility.

(3) An owner or operator may rede-
termine the opacity value cor-
responding to the 99 percent upper con-
fidence level as described in paragraph
(c)(4) of this section if the owner or op-
erator:

(i) Conducts continuous opacity mon-
itoring during each test run of a per-
formance test that demonstrates com-
pliance with an emission limit of para-
graph (b) of this section,

(ii) Recalculates the 6-minute opac-
ity averages as described in paragraph
(c)(3) of this section, and

(iii) Uses the redetermined opacity
value corresponding to the 99 percent
upper confidence level for the purposes
of paragraph (c)(5) of this section.

(e) Test methods and procedures as
specified in § 60.296 shall be used to de-
termine compliance with this section
except that to determine compliance
for any glass melting furnace using
modified processes and fired with ei-
ther a gaseous fuel or a liquid fuel con-
taining less than 0.50 weight percent
sulfur, Method 5 shall be used with the
probe and filter holder heating system
in the sampling train set to provide a
gas temperature of 120±14 °C.

[49 FR 41036, Oct. 19, 1984, as amended at 64
FR 7466, Feb. 12, 1999]

§§ 60.294–60.295 [Reserved]

§ 60.296 Test methods and procedures.

(a) If a glass melting furnace with
modified processes is changed to one
without modified processes or if a glass
melting furnace without modified proc-
esses is changed to one with modified
processes, the owner or operator shall
notify the Administrator at least 60
days before the change is scheduled to
occur.

(b) When gaseous and liquid fuels are
fired simultaneously in a glass melting
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